
Test Lane

                  Vehicle testing & diagnostics in the presence of your customers improves transparency and confidence. A complete vehicle test can be 
accomplished with the fully automatic test sequence where all testing units (Side slip tester, Suspension tester and Brake tester) start automatically.
ATS ELGI’s VTEQ 3000 is the most advantageous test lane for pre & final inspection. The new generation VTEQ 3000 combines modern electronic 
solutions, sturdy mechanical elements and an attractive design. Standard diagnostics with results documented on the test record provide an additional 
service and profit for your facility. 



Size : 2,320 x 680 x 280 mm
Weight : 480 Kg
Track Width : 755 ÷ 2.200 mm
Max Axle Weight : 4,000 Kg
Rollers Size : 723 x 206 mm
Roller Separation : 400 mm
Test Speed : 5.4 Km/h
Motors : 4.6 kW
Friction Coeff. : Dry > 0.8 | Humid > 0.6
Measurement Range : 0 ÷ 6 kN Autoscale
Power Supply : 3 x 400 V | 50/60 Hz
Working Conditions : Tª -5 ÷ +40 ºC | Rel. Humidity < 95%

Size : 2,320 x 800 x 280 mm
Weight : 380 Kg
Track Width : 815 ÷ 2,200 mm
Max Axle Weight : 3,000 kg
Excitement Stroke : 6 mm
Excitement Freq. : 25 Hz (16 Hz optional)
Motor : 3 kW
Power Supply : 3 x 230 V / 3 x 400 V | 50/60 Hz

Size : 1,020 x 540 x 95 mm
Weight : 90 Kg
Max Axle Weight : 4,000 Kg
Measuring Plate : 1,000 x 460 mm
Accuracy : ± 0.1 m/km
Measurement Range : ± 20 m/km
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Screenshot

Accessories

Scope

Suspension Motors with Brake Motor SpeedBrake Tester Weighing Kit

CE Certified

19”


